






Digital Signage Displays: M-series

Model 49BM66AE 55BM66AE

Panel

Backlight ELED ELED
Size 49 55

Resolution 3840*2160 3840*2160
Refresh rate 60HZ 60HZ

Color 1.07B 1.07B
Brightness 500nits 500nits

Contrast(typ) 1100:1 (typ) 1100:1 (typ)
Response time(typ) 8ms 8ms
Viewing angle(Min.) 178°/178° 178°/178°

Color gamut 72% 72%
Haze 1% 1%

Orientation Landscape & Potrait Landscape & Potrait
MTBF 50000hrs 50000hrs

Operation Hours 7Day*24Hour 7Day*24Hour

System

OS Android 7.0 Android 7.0
CPU ARM Cortex-A73 Dual core ARM Cortex-A73 Dual core
GPU Mali 450 Mali 450
DDR 2G 2G
ROM 16G 16G

Language English/Chinese English/Chinese

Connectivity

WIFI Yes Yes
LAN RJ45×1 RJ45×1

SD /TF Card / /

Input
HDMI*1/DVI*1/VGA*1 HDMI*1/DVI*1/VGA*1
/DP*1/USB*1/RS232*1 /DP*1/USB*1/RS232*1

Output DVI*1/RS232*1 DVI*1/RS232*1
Speaker Built in speaker 8W*2 8W*2

Control Method
Remote Yes Yes
RS232 Yes Yes

Environment
Temperaturer

Storage:-20°~60° Storage:-20°~60°
Operation:0°~40° Operation:0°~40°

Humidity
Storage:-10%~90% Storage:-10%~90%

Operation:10%~80% Operation:10°~80%

Power
Input AC 100~240V(50/60Hz) AC 100~240V(50/60Hz)

Power Consumption 100W(Max) 120W(Max)
Standby Consumption <0.5W <0.5W

Physical

Bezel Color Black Black
Set Dimension(WxHxD) 1105×639×64.5mm 1241×714.5×66mm

Bezel width (T/L/R/B) 11.9mm(T),15.4mm(B),12.4m-
m(L/R)

11.7mm(T),14.8mm(B),12.2m-
m(L/R)

Net Weight 17kg 20.5kg
Packing Dimension

(WxHxD) 1208×199×748mm 1374×143×847mm

Packed Weight 17kg 20.5kg
VESA 300*300mm 300*300mm

CB,CE,ERP CB,CE,ERP
Media Player 
compability OPS Type Compatible Yes Yes

Accessories Basic Power cord\Remote Control\
Battery\LOGO

Power cord\Remote Control\
Battery\LOGO

SPECIFICATIONSDIMENSIONS IN MM

CONNECTIVITY 49”/55”

FEATURES COMPONENTS

49”
1105 x639 x 
64.5 mm
17.0 kg 

55”
1241 x 714.5 
x 66 mm
20.5 kg

• HDMI CEC support through HDMI

• Remote control IR loop (with RJ45)

• Firmware  upgrade via USB/Network  

• 24/7 Scheduler with Real Time Clock

• Over temperature protection

• Remote controller lock

• Key lock

• Built-in 8W x 2 speakers

• Fast standby

• World Clock setting

• Wake up on LAN

• Wireless Access Point for mobile devices

1. AC IN

2. Main Power Switch

3. RS232/IR IN

4. RS232/IR OUT

5. D-sub (VGA IN)

6. Lan

7. HDMI IN

8. USB Port

9. Audio IN

10. DVI OUT

11. DVI IN

12. DP In
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CONTACT DETAILS

Middle East

Hisense B2B Middle East FZE

Unit 4007, AA01 Building, Mazaya 

Business Avenue, JLT, DUBAI, UAE

T: (+971) 4 5906935

M: (+971)  528287458 (Dubai)

E: david.dai@hisense.com

Asia Pacific

Hisense B2B Asia

1401, 14F Le concorde Tower, 

Ratchadaphisek Road, Huaykwang ,  

Bangkok, 10310, Thailand

M: (+86) 15621138269

E: guoliang5@hisense.com

Europe

Hisense B2B Europe

Koolhovenlaan 80, 1119 NH Schiphol-

Rijk, Netherlands.

T: (+31) 8888 2189 0

M: (+86) 189 3702 0255

E: chamber.liang@hisense.com

Africa

Hisense B2B South Africa

Eastwood Office Park Block (Unit 12) 11b Riley Road,

Bedfordview, Germiston, Johannesburg

T: (+27) 21 832 2800 

E: leon.he@hisense.com 

Customer Service: 0860 HISENSE / 0860 4473673

Headquarters

Hisense International Co., Ltd  

Floor 22, Hisense Tower, 17 Donghai Xi 

Road, Qingdao, 266071, China  

T: (+86) 0532 8087 7203 

M: (+86) 133 5532 1872

E:panny.yang@hisense.com  


